
                                                                                       

 
 
Dulevo International © 

                                 DuleShine Line 17” – 430 mm 
 
PROFESSIONAL BURNISHER    
Main technical characteristics and standard equipment 
- Extra strong handle assembly made of a special shock proof, twist‐proof 

material resistant to chemical agents 
- Stainless steel planetary gearbox transmission  
- Die cast aluminum body  
- 12 liters solution tank 
- Motor power 1100 W 
- Cable length 15 m 
- Voltage  230 V 
- Frequency  50 Hz 
- Max. brush pressure Kg 40 
- Use and Maintenance manual  
- Packing included 
 
 
 

MODEL                                                                                   

Burnisher  DS 17‐1100 

 
Working width  17’’ – 430 mm 
Speed  150 rpm 
Noise level 65 Db 
 

 

Burnisher  DS 17‐1100 FAST 

 
Working width  17’’ – 430 mm 
Speed  300 rpm 
Noise level 72 Db 
 

 

Burnisher  DS 17‐1100 
                           DOUBLE SPEED 

 
Working width  17’’ – 430 mm 
Speed  175/320 rpm 
Noise level 72 Db 
 

 

 
Burnisher  DS 17‐1100 
DIMENSIONS (L X W X H): 1170 x 560 x 430 mm 
WEIGHT:  40 Kg  

Burnisher  DS 17‐1100 FAST  
DIMENSIONS (L X W X H): 1170 x 560 x 430 mm 
WEIGHT:  40 Kg  

 
OPTIONAL ACCESSORIES     

 
 
 

Code  Description    
C462900000  Nylon brush  
C463000000  Carpet brush  
C463100000  Abrasive tynex brush  
C463200000  Pad holder  
6240003AKK  White pad  
6240003AKQ  Red pad  
6240003AKL  Blue pad  
6240003AKM  Green pad  
6240003AKP  Brown pad  
6240003AKN  Black pad  
C462800000  5 Kg additional weight (max. 1 piece)  


